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Coude a 90°

o J ext Poids
Référence
poly kg

ELEC_C90020 20 0,073

ELEC_C90025 29 0,085

ELEC_C90032 32 0,115 A o
ELEC_C90040 40 0,160 Coude a 45
ELEC_C90050 50 0,203

ELEC_C90063 63 0,328

ELEC_C90075 75 0,457

ELEC_C90090 90 1,068

ELEC_C90125 125 1,994 POy J

ELEC_C90140 140 2,845 EEECECSUo oM M2 0,103

ELEC_C90160 160 3,250 EEECR SN 0 05

ELEC_C90180 180 6450 0 0 Ot 1)

ELEC_C90200 200 7,870 EEECEE ot s 0250

ELEC_C90225 225 10,025 Shoc cedbib | e 0,389 E =

ELEC_C90250 250 17,125 ELEC_C45090 |90 0.895 w

ELEC C90315 315 21,580 SLSE EHalill | A2 =)
ELEC_C45125 125 1,856 g g
ELEC_C45140 140 2,955 ©) 3
ELEC_C45160 160 3,380 ok
ELEC_C45180 180 4,583 = o

ELEC_C45200 200 5,983
ELEC_C45225 225 8,625
ELEC_C45250 250 14,110
ELEC_C45315 315 17,780

Coude a 22,5°

Référence 2 FEIES
poly kg

ELEC_C22090 90 0,688
ELEC_C22110 110 1,050
ELEC_C22125 125 1,438

ELEC_C22160 160 2,714
ELEC_C22180 180 3,055
ELEC_C22200 200 3,455
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